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Turmec’s new TCD range delivers industry-leading recovery on mixed C&D loads with a fraction of the
manual handling. Built to Last. Ready to Scale.
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PROJECT TYPE: a INPUT WASTE: /\, Estimated Recovery Rate:
TCD 180 Construction and demolition waste LQ 70%

TONNAGE PER HOUR TONNAGE PER ANNUM—SingIeSHour Shift

45 TPH C&D & C&I 90,000
\2% KEY EQUIPMENT:
Primary sizer . §N°- secondary magnets QC LABOUR
Primary magnet o 2No. sorting station REQUIREMENT:

Double deck screen e Plant support walls

Air density separator — 3 Split

10
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Turmec’s new TCD range delivers industry-leading recovery on mixed C&D loads with a fraction of the
manual handling. Built to Last. Ready to Scale.

PROJECT TYPE:
TCD 180
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Turmec’s new TCD range delivers industry-leading recovery on mixed C&D loads with a fraction of the
manual handling. Built to Last. Ready to Scale.

LONG FERROUS FINES HARDCORE PICKED PICKED FERROUS TIMBER PLASTER RIG\D
OBJECTS (0-10mm) RESIDUE TIMBER BOARD PLAST\ICS

PROJECT TYPE: a INPUT WASTE: 7\, Estimated Recovery Rate:
TCD 220 Construction and demolition waste 4—\ 80%

TONNAGE PER HOUR
55 TPH C&D & C&l

TONNAGE PER ANNUM - Single 8 Hour Shift
110,000

W@ KEY EQUIPMENT:
o Primary sizer e Optical sorter (Wood)
e Primary magnet e 4No. secondary magnets QC LABOUR
o Double deck screen e 2No. sorting station REQUIREMENT:
e Air density separator — 3 Split o Compressor, receiver and dryer 8
o Air density separator — 2 Split o Plant support walls.
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Turmec’s new TCD range delivers industry-leading recovery on mixed C&D loads with a fraction of the
manual handling. Built to Last. Ready to Scale.

PROJECT TYPE:
TCD 220
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Turmec’s new TCD range delivers industry-leading recovery on mixed C&D loads with a fraction of the
manual handling. Built to Last. Ready to Scale.

FERROUS LONG FINES AGGREGATES PICKED PICKED FERROUS GRADE A GRADE B RIGID RDF
OBJECTS (0-10mm) WASTE TIMBER WOOD WOOD PLASTICS
PROJECT TYPE: @ INPUT WASTE: £\, Estimated Recovery Rate:
TCD 300 Construction and demolition waste LQ 90%

TONNAGE PER HOUR TONNAGE PER ANNUM—SingIesHour Shift

75 TPH C&D & C&l 150,000
Wp KEY EQUIPMENT:
o Primary sizer o Ballistic separator
o Primary magnet o Optical sorter (Wood) QC LABOUR
« Double deck screen o A4No.secondary magnets REQUIREMENT:
« Air density separator — 3 Split o  2No.sorting station 6
o Air density separator — 2 Split o Compressor, receiver and dryer
e Plant support walls
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Turmec’s new TCD range delivers industry-leading recovery on mixed C&D loads with a fraction of the
manual handling. Built to Last. Ready to Scale.

PROJECT TYPE:
TCD 300
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TCD Series — Turmec’s Next-Gen C&D Solutions

Product

TCD 80

TCD 100

TCD 180

TCD 220

TCD 300

TPH

20

30

45

55

75

Annual throughput
(Single 8-hour Shift)

40,000

60,000

90,000

110,000

150,000

Estimated recovery

40%

50%

70%

80%

90%

Sorting labor

+15

+12

10

8

Nominal power
usage

55kw

76kw

410kw

520kw

620kw

Plant footprint
LxWxH

160 x 16 x 25ft

200 x 17 x 32ft

235 x 40 x 35ft

260 x 48 x 46ft

280 x 45 x 45ft

Lower operating costs: Each step up in model cuts labour while increasing output.
Higher profits: Better recovery = more recyclables = more sellable material.

Future compliance-ready: Higher recovery meets tightening waste regulations head-on.
Turmec DNA: Custom-engineered, smartly automated, and built for heavy-duty results.



49 TURMEC

“Engineered for success”

k +353 (0)46 9432243
}X{ info@ turmec.com
s\e www.turmec.com
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Turmec Teoranta 315 Ferntree Gully Road 8345D
Rathcairn, Athboy London Mount Waverly , Vic 3149 Denver,
Co. Meath EC4M 7AU Melbourne CO 80216,

Ireland Australia United States






